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RVUIC - Sediment strainer DN
15:50

Sediment strainer with female union ends for solvent welding, metric series.
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RVUICO20E PVC-C Manual Auxiliary RV DN
system valves valves 10+100

RVUICO25E | - PVC-C Manual Auxiliary RV DN 25120 |16 | 145 84 |66 158 |19 | 120 | 392
system valves valves 10+100

RVUICO32E | - PVC-C Manual Auxiliary RV DN 32|25 |16 | 165 95 |75 176 |22 |132 | 576
system valves valves 10+100

RVUICO4OE | - pPVC-C Manual Auxiliary RV DN 40|32 |16 190 m |87 | 20726155 [ 802
system valves valves 10+100

RVUICOS0E | - pPVC-C Manual Auxiliary RV DN 50 |40 |16 | 210 120 | 100 | 243 | 31 181 | 1199
system valves valves 10+100

RVUICO63E | - PVC-C Manual Auxiliary RV DN 63 |50 |16 |240 139 | 120 | 298 | 38 | 222 | 2018
system valves valves 10+100

FKM

Reference

tooltiplmage | system

Category

series

RVUICO20F | - PvC-C Manual Auxiliary RV DN 20 [15 |16 | 125 72 |55 |135 [16 | 103 | 231
system valves valves 10+100

RVUICO25F | - PvC-C Manual Auxiliary RV DN 2520 |16 | 145 84 |66 158 |19 | 120 | 392
system valves valves 10+100

All information subject to change. Further information is available at:
+49 621 486-0 | info.de@aliaxis.com | aliaxis.de

aliaxis
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RVUICO32F PvVC-C Manual Auxiliary RV DN
system valves valves 10+100

RVUICO4OF | - pvC-C Manual Auxiliary RV DN 40|32 |16 190 M |87 | 20726155 802
system valves valves 10+100

RVUICO50F | - pPvVC-C Manual Auxiliary RV DN 50 |40 |16 | 210 120 | 100 | 243 | 31 181 | 1199
system valves valves 10+100

RVUICO63F | - pvC-C Manual Auxiliary RV DN 63 |50 |16 |240 139 | 120 | 298 | 38 | 222 | 2018
system valves valves 10+100

All information subject to change. Further information is available at:

+49 621 486-0 | info.de@aliaxis.com | aliaxis.de a I iGXis
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+ Connection system for solvent weld, threaded and flanged joints

+ Strainer mounted on an easily removed support that facilitates the cleaning or replacement

+ Valve material compatibility (PVC-C) with water conveyance, drinking water and other food substances according to current
regulations

+ Can be maintained with the valve body installed

All information subject to change. Further information is available at:

+49 621 486-0 | info.de@aliaxis.com | aliaxis.de a I IGXIS



