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QPV

Flat face stub according to DIN 8063 PN 10/16 with solvent weld socket.
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tooltiplmage | product.detail.attribute.textBelowTableText Iummu-.l

QPV020 [ 1IP 122 PVC-U | Pressure |ISO-
system | Fittings UNI
Fittings
QPV025 |- [:1IP 122 PVC-U | Pressure |ISO- 1125 |20 |16 |33 |41 (19 |7 |3
system | Fittings UNI
Fittings
QPV032 |- [ 1IP 122 PVC-U | Pressure |ISO- 1132 |25 (16 [41 |50 (22 (7 |3
system | Fittings UNI
Fittings
QPVO4O | - [:1IP 122 PVC-U | Pressure |ISO- 1140 |32 |16 |50 |61 |26 (8 |3
system | Fittings UNI
Fittings
QPVOS0 | - [ 1IP 122 PVC-U | Pressure |ISO- 1150 |40 (16 (61 |73 [31 (8 |3
system | Fittings UNI
Fittings
QPV063 | - [:1IP 122 PVC-U | Pressure |ISO- 163 |50 |16 |76 |90 (38 |9 |3
system | Fittings UNI
Fittings
QPV0O75 = [ 1IP 122 PVC-U | Pressure |ISO- 1175 |65 |16 |90 |105 (44 (10 |3
system | Fittings UNI
Fittings
QPVO90 | - [:1IP 122 PVC-U | Pressure |ISO- [|90 |80 |16 [108 |125 |51 |10 |5
system | Fittings UNI
Fittings
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QPV110 [ 1IP 122 PVC-U | Pressure |ISO-
system | Fittings UNI
Fittings
QPV125 - [ 1P 122 PVC-U | Pressure |[ISO- 11125 [125 |16 [147 |168 [69 |13 |5
system | Fittings UNI
Fittings
QPV140 = [ 1IP 122 PVC-U | Pressure |ISO- 11140 |125 |16 |165 |188 |76 |14 |5
system | Fittings UNI
Fittings
QPV160 - [ 1P 122 PVC-U | Pressure [ISO- 1160 150 |16 [188 | 212 |86 |16 |4,
system | Fittings UNI
Fittings
QPV200 |- [: 1P 122 PVC-U | Pressure |ISO- I1200 | 200 |16 |230 | 254|106 |18 |5,
system | Fittings UNI
Fittings
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